













• Performance of LIVE2D test series
































































































at 224 °C at 260 °C at 140 °C at 220 °C
density kg/m³ 1964 1937 755 540
kinematic viscosity mm²/s  2.76 2.23 11 9
thermal conductivity W/(mK) 0.48 0.47 0.15 0.15
thermal capacity J/(gK) 1.29 1.31 1.7 1.83




























































































height to the layer interface at 340mm:
in upper layer:  85mm  50mm  0mm
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• Qwall /Q in ~ 0.21‐0.31
• Waterside heat transfer 
measurements at the 
sidewall and at the upper 
surface were not reliable 
due to the low water 
pressure and low flow rate.0
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• SIMECO‐II and LIVE2D test facilities were designed for the thermal 
hydraulic studies of a stratified melt pool in large geometry,
• SIMECO‐II test will apply metallic simulant material in the upper layer, 
whereas LIVE2D applied thermal oil for the upper melt layer,
• Two series of LIVE2D test with 3 upper‐layer thicknesses were 
performed,
• The transient process of the upper layer is longer than that of the 
lower layer, and it reflects the time period of interlayer crust change,
• Strong heat flux focusing effect was observed when the heat transfer 
at the melt upper surface was poor; whereas upper surface rigid 
cooling can effectively minimize the heat flux focusing effect,
• The experimental results of Nu of upper layer sidewall heat transfer is 
considerably lower than the Churchill & Chu correlations. 
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• SIMECO‐II plans?
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